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SURIECT: Bailston No, 80-1221, Mastaan Rodek.
HERFERENCE: Telephone Conversation with lir; Ed Oresn‘s Office

1. The speciral seasitivity of S80-1221 {a extended into the xed to
nearly sateh that of 80-1188. The major sensitivity occurs between 580 mu
through 710 mu. The speed index is 6 for 1221 wvheress it is 60 for 1188
and .6 for 50-243. The charecteristic size of the grasudar particles
expressed in resolution capseity using DI9 developer on o 1000 to 1 contrast
ratio resolution taxget is 180 1/mm for 1221, 115 1/mm for 8402 or 1188.
Using & contrast metio of 1.25 t¢ 1 {(low contrast), 1221 produces 55 1/mx
vhereas 1108 yields only 35 1/me. The emulsion costing thickness is .25
nils for 1188 and .20 »ils Yor 1221.

2. Ester base on vhich 1221 could be coated is & thickness of
2 wils or 5.0 wils. The emulsjon plus the antihalstion backing make up
4 mil. The totsl length of the mester rolis of Xstar are between 3700 ft.
and 4000 ft. maximim. If it is necessary {ho Estar can be spliced with s
Milar pressure sensitive tape. This tape has Deen used successfully with
8402 and 1188 emilstons. :

3. The sdberence of the emulsion to the tase 1s the major unknown
factor and 1s of prominent concern to both the project and Eastmmn Kodek
people. It is felt that until this problen ix solved, this emileion pro-
bably will pot bBe used with the Estar base for fesr of chipping of the
Qlllﬂ.ﬁibnn a

b, Using s Mo. 12 Wratten filter the filter fostor for 1221 1s 2,
using & 25A ¥ratten £ilter the filter fuctor is 4. The present f{liter
vhich is used by the operations project lies somevhere between these two,
&0 1t is masumed that the filter factor for the orange-red filter will be

about 3.
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